
Industrial Storage

Main Features

  Intel® 7th Gen Xeon®/Core™/Pentium® Processors (Kabylake-S),  

Desktop Appliance

 �  Desktop appliance 
 �  Intel® 7th Xeon®/Core™/Pentium®

 � OnBoard 12 10/100 POE LAN ports
 �  Two swappable HDD tray

Specifications
Main Board
 �  DNB 3170
 �  Supports Intel® 7th gen. Xeon®/Core™/Pentium® processors
 �  Intel® H110

Main Memory
 � 2 x DDR4 2400 memory DIMM, support ECC/non-ECC memory, max. 

32GB

LAN Features
 �  12 x Ethernet ports support PoE (max. 30W/port)
 �  Support 10/100 link speed

I/O Interface-Front
 � Power status/HDD status/LAN status LEDs
 � 1 x USB 3.0 port
 � 2 x 3.5’’ swappable HDD tray

I/O Interface-Rear
 �  1 x HDMI port
 �  1 x DP port
 �  1 x Power button switch
 �  2 x USB 3.0 ports
 �  2 x Management ports (1 x RJ45, 1 x SFP)
 �  12 x 10/100 802.11at PoE port, max. 30W/port

Storage Devices
 � 1 x SATA M.2 2242 slot

Power Input
 � External power adapter 54V/270W 

Dimensions
 �  Chassis dimension: 230 x 347 x 78 mm 

Weight
 �  Without packing: TBC
 �  With packing: TBC

Certifications
 �  CE approval
 �  FCC Class A
 �  UL

Ordering Information
Barebone

 � PNSA 3170 (P/N: TBC)
Supports Intel® 7th gen. Xeon®/Core™/Pentium® processors, 2 DDR4 
memory slots, 12 10/100 POE LAN ports, M.2 socket, USB ports, HDMI/
DP port, 2 swappable 3.5’’ HDD bays.

PNSA 3170
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