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GR4015ATX
4U Industrial Rackmount Chassis

Features
• 120 mm Fan behind the front dust filter
• Front LED indicators
• Front-accessible 2xUSB 2.0
• Shock-resistant disk drives cage ready for use of all bays
• Front-accessible and easy - to - replace air filter

Specification 
• Construction steel constructed by 1.2mm ~2.0 mm SGCC
• System Board ATX, Micro-ATX, Mini-ITX

• Expansion Slots 7-slot full height expansion cards up to max. 230mm deep (if HDD installed) 
7-slot full height expansion cards up to max. 282mm deep (if no HDD installed)

• Drive Bays 3x 5.25" (open) + 8x3.5" internal & 1x 3.5" external (open)
Equipped with vibration reduction for all HDD and ODD 

• Cooling Fan front 1x 120 mm fan with 3-pin connector
• Cooling Fan rear 2x plastic carry cages for mounting of 2x 80 mm fans
• Air Filter easy to replace front air filter without opening the front door
• Indicators 1x Power on/off LED, 1x HDD LED, 1x LAN LED
• Switch 1x Power on/off, 1x System reset
• Connectors 2x USB 2.0 ports on front panel
• Power PS2 ATX or Mini redundant PSU
• Operating Temperature 0 ~ 55°C
• Storage Temperature 0 ~ 70 °C
• Color scratch-resistant textured Black, optional Beige RAL 9018
• Dimensions WxDxH 482.9 x 480 x 178 mm
• Carton Size WxDxH 600 x 560 x260 mm
• Weight Net: 12 kg, Gross: 13.5kg

Rear View - ATX 7 Slots

Top ViewOrdering Information
Part Number Description
GR4015ATX 19" Rackmount 4U Chassis, ATX, 1x 120mm Fan, 3x5.25“/9x3.5“ Drive Bays


